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CAD-CUT® TRANSFER FOIL

This new heat transfer film provides additional finishes in screen 
printing.
After the finishing in screen printing with an adhesive transfer, this 
ultra-thin film is then placed on. It can then be printed again shortly. 
Available in a variety of colors and designs

Machine wash up to 30° C using mild detergent. Do not use bleach.  
Do not dry clean.  Iron inside out only.

• Temperature: 130° C / 150° C 
• Time: 10 sec. / 5 sec. 
• Pressure: Medium (#4-6 on Hotronix®) 
• Peel: Cold

No cutting necessary. 

• 100% Cotton
• 100% Polyester
• Polyester-Cotton blends
• Polyester blends

30 cm x 7.6 m rolls

Store in cool, dry area. Avoid direct heat, sunlight and humidity.

• Grip Cover Sheet 
• Cover Sheet - Non-Sticky

CAD-CUT® Transfer Foil is not suitable for multi-layer application.

METALLIC FINISH 
CAN BE COMBINED WITH MOST TRANS-
FERS, CAD-CUT® AND FREESTYLE PAPER,
IDEAL WITH CAD-CUT® ADHESIVE
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yellow gold rose gold bright silver leopard amethyst

copper green orange pink classic 
rainbow

holo rainbow 
silver

red sapphire blue teal black

silver 
champagne

coral silver cracked 
ice

kiwi bright gold

light rose maroon navy silver pixie 
dust

silver scales

silver waterfall


